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centro direzionale de longhi

luogo Treviso
azienda Garbelotto
committente De Longhi

Una pavimentazione con caratteristiche estetiche e prestazioni
tecniche eccellenti esalta la luminositd del nuovo centro direzionale
De Longhi di Treviso e in particolare di due piani con funzioni
specifiche. In entrambi & stato impiegato Clip Up System di
Garbelotto, un sistema di posa flottante, che non prevede I'utilizzo di
colle e rende il parquet ancora piv sostenibile (i pavimenti in legno

di Garbelotto sono certificati EPD), oltre che totalmente riutilizzabile.
Al primo piano, per la sala del CdA & stato posato Clip Up a spina
di pesce alla francese; il perimetro & delimitato da un “bindello”

in iroko scuro e poi finito contro il muro con una posa a correre,
impreziosita in un angolo curvo da una fresatura ad hoc. Al secondo
piano & stato realizzato I'auditorium. Il pavimento in legno, posato “a
correre”, sempre con Clip Up, & sopraelevato di un metro rispetto alla
struttura per poter nascondere sia il tavolo che le file delle poltroncine,
creando uno spazio di 230 mq libero. L'essenza scelta & il rovere,
tinto al campione, con finitura verniciato effetto cera.

location Treviso
firm Garbelotto
client De Longhi

A flooring system combining aesthetic features with outstanding
technical performance; a solution underlining the brightness of the
new De Longhi office building in Treviso, and particularly two levels
dedicated to specific functions. They both use Garbelotto’s Clip Up
System, a patented floating laying system. No glue or magnets are
required, making parquet flooring even more sustainable (Garbelotto
wooden flooring is EPD certified), as well as totally reusable. In

the firstfloor boardroom, Clip Up is laid in a French herringbone
scheme; the perimeter is bordered by a “binding” of dark iroko and
finished against the wall with a running bond laying pattern, with
custom milling in a curved corner. At the second-floor auditorium, the
wooden flooring, laid in a running bond pattern using the Clip Up
system, is raised one metre above the structure to allow both the table
and the rows of seats to be concealed, creating a 230 square metre
free space. The selected type of wood is oak, coloured to match the
sample and varnished with a waxy finish.



